MOUNTAIN LEADER'S ADVANCED RIFLE MARKSMANSHIP

APPENDIX E

10-METER BORE SIGHT TARGETS

______________________________________________________________________

Purpose:  The Small Arms Integration Handbook has over 400 bore-sighting targets, by standardizing the mounting of aiming systems we can reduce the number of targets and maximize available training resources for the 10th Mountain Division.

** Note** Bore sighting is only designed to get the shooter 'close' zeroing MUST be done at the desired range to be effective.

1. M4 MWS

a. PAQ-4C Mounted on Top Rail with Low Profile Adapter

b. PEQ-2A Mounted on Top Rail with Low Profile Adapter

c. M-68 Mounted on Upper Receiver with Spacer

2. M4/M203 MWS

a. PAQ-4C Mounted on Right Side Rail with Low Profile Adapter

b. PEQ-2A Mounted on Right Side Rail with Low Profile Adapter

3. M249

a. PAQ-4C Mounted on Right Forward Rail with Low Profile Adapter

b. PEQ-2A Mounted on Right Forward Rail with Low Profile Adapter

c. M-145 MGO Mounted on Feed Tray Cover

4. M240B

a. PAQ-4C Mounted on Right Forward Rail with Low Profile Adapter

b. PEQ-2A Mounted on Right Forward Rail with Low Profile Adapter

c. M-145 MGO Mounted on Feed Tray Cover

________________________________________________________________
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M4 MWS PAQ-4C Mounted on Top Rail with Low Profile Adapter
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Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M4 MWS PEQ-2A Mounted on Top Rail with Low Profile Adapter



Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M4 MWS M-68 Mounted on Upper Receiver with Spacer



Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M4/M203 MWS PAQ-4C Mounted on Right Side Rail with Low Profile Adapter



Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M4/M203 MWS PEQ-2A Mounted on Right Side Rail with Low Profile Adapter


Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M249-PAQ-4C Mounted on Right Forward Rail with Low Profile Adapter


Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M249-PEQ-2A Mounted on Right Forward Rail with Low Profile Adapter


Grids are 1cm wide by 1cm high.  Units must locally manufacture.

M249-M-145 MGO Mounted on Feed Tray Cover


Grids are 1cm wide by 1cm high.  Units must locally manufacture.

M240B PAQ-4C Mounted on Right Forward Rail with Low Profile Adapter



Grids are 1cm wide by 1cm high.  Units must locally manufacture.
M240B PEQ-2A Mounted on Right Forward Rail with Low Profile Adapter


Grids are 1cm wide by 1cm high.  Units must locally manufacture.

M240B-
d. M-145 MGO Mounted on Feed Tray Cover



Grids are 1cm wide by 1cm high.  Units must locally manufacture.
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