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Version A Borelight Evaluation

BORELIGHT EVALUATION

	1.  To zero the bore light, what distance from the bore light do you place the zeroing mark?  

	
	25m

	
	50m

	
	100m

	
	10m

	2.  For what range is the M16/M4 bore sighted for?

	
	100m

	
	10m

	
	250m

	
	300m

	3.  From the gunner’s point of view, what direction do you always turn the bore light?

	
	Clockwise

	
	Counter Clockwise

	
	UP

	
	Down

	4.  How can you tell that the bore light is zeroed to the weapon?

	
	Blinks

	
	Spins Around.

	
	Spins On itself within a 4cm square.

	
	Spins On itself.

	5.  Is the orientation of the weapon when zeroing the bore light important?

	
	Yes

	
	No

	6.  Is the stability of the weapon important when bore sighting a weapon?

	
	Yes

	
	No

	7.  What are the three types of mandrels that come with the bore light?

	
	M16/M4/Sniper

	
	M16/M4/Mark-19

	
	5.56/7.62/.50-Cal

	
	Small weapons/Medium Weapons/Heavy Weapons

	8.  It is acceptable to tool tighten the mandrels.

	
	True

	
	False

	9.  What are the four modes on the selector lever of the LBS 300?

	
	Off/Goggle/Low/Pulse

	
	On/NVG/Pulse/Off

	
	Off/On/Low/Pulse

	
	Off//Nods/Low/Pulse

	10. What mode do you select when you want the bore light at its highest intensity?

	
	High

	
	Goggle

	
	Pulse

	
	Low

	11. What mode do you select when you want to conduct dry fire exercises?

	
	NVG

	
	Low

	
	Pulse

	
	Off


	12. How do you activate the bore light when conducting dry fire exercises?

	
	Squeeze the trigger.

	
	Tap on the back of the LBS 300.

	
	Put borelight in pulse mode, charge weapon, place on semi and squeeze the trigger.

	
	Squeeze the trigger.

	13. No matter how the bore light is oriented, the adjuster on the top/bottom adjusts the?

	
	Elevation

	
	Windage

	14. No matter how the bore light is oriented, the adjuster on the side adjusts the?

	
	Windage

	
	Elevation

	15. How many mm does one click on either adjuster equal at ten meters?

	
	1mm

	
	2mm

	
	3mm

	
	4mm

	16. When performing PMCS on the bore light you can use a general purpose cleaner?

	
	True

	
	False

	17. Should the borelight zero be checked on each weapon?

	
	No once the factory zero is set on the bore light it will work on all weapons.

	
	Only on the first weapon to ensure the bore light works.

	
	Only 10 % of the unit’s weapon.

	
	Yes because every barrel is unique.

	18. Should the offset be handheld during the bore sighting procedure?

	
	Only to align the bore light to the offset target.

	
	Yes to ensure proper bore sighting procedures.

	
	No it should be secured to the surface.

	
	Yes so that the individual can remove the offset from Half Turn-Start Point.

	19. Where is the reference point? 

	
	Start point

	
	Half way between the Start point and Half Turn Position

	
	Half turn

	
	None of the above

	20. At which position would the white dot be, for proper zero preset?  (See diagram)

	
	A

	
	B

	
	C

	
	D
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