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L3 PERFORMANCE MEASURES AN/PSQ20
                                                                                                                                          Place ENVG into operation.
	
	
	1. Remove the ENVG from the carrying case.

	
	
	2. Install Eyecup if necessary.

	
	
	3. Install batteries into the battery pack.

	
	
	4. Install battery pack onto system, adjust diopter focus.

	
	
	5. Remove battery pack from system. (SME ensures SM turns off system)

	
	
	6. Install HMWA.

	
	
	7. Install helmet mount onto helmet and install battery pack onto helmet.

	
	
	8. Install imaging system onto helmet mount.

	
	
	9. Turn imaging system on.

	
	
	10. SM switches from Right Eye to Left Eye. 

	
	
	11. Makes appropriate adjustments to the helmet mount.

	
	
	12. Acquire a target.

	
	
	13. Turn through modes 

	
	
	14. Adjusts the I2 brightness and Thermal brightness.

	
	
	15. Focuses the objective focus ring.

	
	
	16. Adjust polarity

	
	
	17. Perform silent calibration

	
	
	18. Activate IR Illuminator.

	
	
	19. Activate Zoom.

	
	
	20. Place ENVG in the Rapid and Full stowage position.

	
	
	21. Power Down the system.


Take ENVG out of operation.


	
	
	22. Ensures ENVG is off.

	
	
	23. Remove imaging system from the helmet mount and installs lens cap.

	
	
	24. Remove the helmet mount from the helmet

	
	
	25. Remove the battery pack from helmet or imaging system.

	
	
	26. Remove batteries.

	
	
	27. Remove the eye cup.

	
	
	28. Place the ENVG into the carrying case.  Helmet mount in the proper stowage position

	
	
	29. Return battery pack and eye cup to the carrying case.
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